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	厂商：BILIN(银河)

	封装：

	描述：  SMA - SURFACE MOUNT RECTIFIER - Galaxy Semi-Conductor Holdings Limited
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SMA 数据手册


BL
FEATURES

GALAXY ELECTRICAL

S2AA --- S2MA
111REVERSE VOLTAGE: 50 --- 1000 V CURRENT: 1.5 A

SURFACE MOUNT RECTIFIER

Plastic package has underwriters laboratory 111 flammability classification 94V-0 For surface mounted applications Low profile package Built-in strain relief,ideal for automated placement Glass passivated chip junction High temperature soldering: 111 250oC/10 seconds at terminals

DO - 214AC(SMA)

MECHANICAL DATA
Case:JEDEC DO-214AC,molded plastic over 1111passivated chip Terminals:Solder Plated, solderable per MIL-STD1111750, Method 2026 Polarity: Color band denotes cathode end Weight: 0.002 ounces, 0.064 gram
inch(mm)

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
Ratings at 25oC ambient temperature unless otherwise specified

S2AA
Device marking code Maximum recurrent peak reverse voltage Maximum RMS voltage Maximum DC Blocking Voltage Maximum average forw ord rectified current V @ TL=90OC Peak forw ard surge current @ TL = 110°C 8.3ms V single half-sine-w ave superimposed on rated V load(JEDEC Method) Maximum Instantaneous forw ard voltage at 1.5A Maximum DC reverse current @TA=25oC

S2BA S2DA SBA
100 70 100

S2GA S2JA S2KA S2MA UNITS SGA
400 280 400 1.5 50 1.15 5.0 125

SAA
VRRM VRWS VDC IF(AV) IFSM VF IR CJ R
JA

SDA
200 140 200

SJA
600 420 600

SKA
800 560 800

SMA
1000 700 1000 V V V A A V

50 35 50

at rated DC blockjing voltage @TA=125oC Typical junction capacitance (NOTE 2) Typical thermal resitance (NOTE 3)

20 50 -55--------+150
o

pF C/W
o

Operating junction and storage temperature range TJTSTG
NOTE: 1.Reverse recovery time test conditions:IF=0.5A,I R=1.0A,I rr=0.25A

C

www.galaxycn.com

2. Measured at 1.0MHz and applied rev erse v oltage of 4.0 Volts 3. Thermal resistance f rom junction to ambient and junction to lead P.C.B.mounted on 0.27''X0.27''(7.0X7.0mm2) copper pad areas

Document Number 0280005

BLGALAXY ELECTRICAL

1.

RATINGS AND CHARACTERISTIC CURVES
FIG.1 -- FORWARD DERATING CURVE PEAK FORWARD SURGE CURRENT,AMPERES
Resistive or inductive Load

S2AA---S2MA

FIG.2 PEAK FORWARD SURGE CURRENT
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FIG.3 -- TYPICAL FORWARD CHARACTERISTICS INSTANTANEOUS FORWARD CURRENT,AMPERES INSTANTANEOUS REVERSE CURRENT,MICROAMPERES
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FIG.4 -- TYPICAL REVERSE CHARACTERISTICS
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SMA 价格&库存
-> 查询更多价格&库存

很抱歉，暂时无法提供与“SMA”相匹配的价格&库存，您可以联系我们找货
免费人工找货
[image: SMAJ17A]
	型号：SMAJ17A
	品牌：Brightking
	封装：SMA(DO-214AC)
	描述：SMA SMT 17V



	 国内价格
	1+0.21112
	30+0.20358
	100+0.19604
	500+0.18096
	1000+0.17342
	2000+0.16889



库存：2750
去购买


[image: SMAJ33A]
	型号：SMAJ33A
	品牌：YANGJIE
	封装：SMA(DO-214AC)
	描述：TVS二极管 VRWM=33V VBR(Min)=36.7V VC=53.3V IPP=7.5A Ppp=400W SMA



	 国内价格
	1+0.29468
	30+0.28415
	100+0.27363
	500+0.25258
	1000+0.24206
	2000+0.23574



库存：2
去购买


[image: SMAJ80A]
	型号：SMAJ80A
	品牌：WPMtek
	封装：SMA(DO-214AC)
	描述：TVS二极管 SMAJ80A VR=80V IR=1uA IT=1mA 400W



	 国内价格
	1+0.165
	100+0.154
	300+0.143
	500+0.132
	2000+0.1265
	5000+0.1232



库存：0
去购买


[image: SMAJ45A]
	型号：SMAJ45A
	品牌：SK
	封装：SMA(DO-214AC)
	描述：TVS二极管 VRWM=45V VBR(Min)=50V VC=72.7V IPP=5.2A Ppp=400W SMA



	 国内价格
	1+0.17402
	30+0.16781
	100+0.16159
	500+0.14916
	1000+0.14294
	2000+0.13922



库存：4985
去购买


[image: SMAJ13A]
	型号：SMAJ13A
	品牌：Brightking
	封装：SMA(DO-214AC)
	描述：SMA SMT 13V



	 国内价格
	5+0.27199
	50+0.248
	500+0.224
	1000+0.2
	2500+0.1888
	5000+0.1792



库存：1225
去购买
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	型号：SMAJ12A
	品牌：RUILON
	封装：SMA(DO-214AC)
	描述：ESD抑制器/TVS二极管 VRWM=12V VBR(Min)=13.3V VC=19.9V IPP=20.1A SMA



	 国内价格
	1+0.235
	30+0.2275
	100+0.2125
	500+0.1975
	1000+0.19



库存：1801
去购买


[image: SMAJ18A]
	型号：SMAJ18A
	品牌：LGE
	封装：SMA(DO-214AC)
	描述：瞬态电压抑制器峰值脉冲功率：400W SMA单向



	 国内价格
	1+0.24
	100+0.224
	300+0.208
	500+0.192
	2000+0.184
	5000+0.1792



库存：3523
去购买


[image: SMAJ26A]
	型号：SMAJ26A
	品牌：Littelfuse
	封装：SMA(DO-214AC)
	描述：TVS二极管表面贴装400W单向SMA



	 国内价格
	5+0.58905
	20+0.53499
	100+0.48092
	500+0.42686
	1000+0.40163
	2000+0.3836



库存：4481
去购买


[image: SMAJ22A]
	型号：SMAJ22A
	品牌：Brightking
	封装：SMA(DO-214AC)
	描述：SMA SMT 22V 35.5V



	 国内价格
	5+0.23608
	20+0.21448
	100+0.19288
	500+0.17128
	1000+0.1612
	2000+0.154



库存：10000
去购买


[image: SMAJ12A]
	型号：SMAJ12A
	品牌：LGE
	封装：SMA(DO-214AC)
	描述：瞬态电压抑制器峰值脉冲功率：400W SMA单向



	 国内价格
	1+0.2096
	30+0.2016
	100+0.1936
	500+0.1776
	1000+0.1696
	2000+0.1648



库存：4476
去购买






推荐型号
	SMA(RIEDON)
	SMA(RFE)
	SMA(DIODES)
	SMA(LITEON)
	CBA-SMA-SMA18(RFSOLUTIONS)
	CBA-SMA-SMA30(RFSOLUTIONS)
	P4SMA8.2C(HAMLIN)
	P4SMA8.2A(BOURNS)
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电子工程师社区
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1-32层PCB打样·中小批量
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元器件现货·全球代购·SmartBOM
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SMT贴片·PCBA加工
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PCB Manufacturer
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