[image: 电子发烧友][image: 电子发烧友]	首页
	技术	可编程逻辑
	MEMS/传感技术
	嵌入式技术
	模拟技术
	控制/MCU
	处理器/DSP
	存储技术
	EMC/EMI设计

	电源/新能源
	测量仪表
	制造/封装
	RF/无线
	接口/总线/驱动
	EDA/IC设计
	光电显示
	连接器
	PCB设计

	LEDs
	汽车电子
	医疗电子
	人工智能
	可穿戴设备
	军用/航空电子
	工业控制
	触控感测
	智能电网

	音视频及家电
	通信网络
	机器人
	vr|ar|虚拟现实
	安全设备/系统
	移动通信
	便携设备
	物联网
	区块链

	HarmonyOS
	RISC-V MCU
	光伏
	ChatGPT
	IGBT
	充电桩
	氮化镓
	BLDC
	逆变器
	5G
	电机控制



	资源	技术文库
	新品速递
	电路图
	元器件知识
	电子百科
	最新技术文章



	下载	在线工具
	常用软件
	电子书
	datasheet



	专栏	电子说
	专栏



	社区	论坛
	问答
	小组
	社区之星
	试用中心
	HarmonyOS技术社区
	RT-Thread生态平台



	活动	设计大赛
	硬创大赛
	社区活动
	线下会议
	在线研讨会
	小测验



	学院	直播
	课程



	视频
	企业号
	华秋智造	[image: ]
华秋PCB
高可靠多层板制造商


	[image: ]
华秋SMT
高可靠一站式PCBA智造商


	[image: ]
华秋商城
自营现货电子元器件商城


	[image: ]
PCB Layout
高多层、高密度产品设计


	[image: ]
钢网制造
专注高品质钢网制造


	[image: ]
BOM配单
专业的一站式采购解决方案


	[image: ]
华秋DFM
一键分析设计隐患


	[image: ]
华秋认证
认证检测无可置疑





		工具
	PCB在线检查
	datasheet查询
	选型替代查询
	免费样品申请
	免费评测试用
	工程师专区

	技术子站





搜索

搜索历史
清空
	


搜索热词




	



0登录
[image: ][image: ]


	0
关注
	0
粉丝
	0
动态

	个人中心
	内容管理
	积分兑换当前积分：

	修改资料
	退出登录



登录后你可以
	下载海量资料
	学习在线课程
	观看技术视频
	写文章/发帖/加入社区

登录


创作中心发布
	发文章

	发资料

	发帖

	提问

	发视频


	创作活动






[image: 下载中心]	推荐
	分类
	资料
	软件
	工具
	排行榜
	DataSheet


搜索





[image: 电子元件查询网]

查Datasheet、查价格、查替代料
搜索
一键BOM配单
	热搜：




[image: GFC0812DW-DV55]
GFC0812DW-DV55
	厂商：DELTA(台达)

	封装：-

	描述：FANAXIALDUAL80X80MM12VDC


数据手册：
下载GFC0812DW-DV55.pdf
立即购买




	数据手册
	价格&库存


GFC0812DW-DV55 数据手册


SPECIFICATION FOR APPROVAL

Customer.
Description.
Part No.
Delta Model No.
Sample Issue No.
Sample Issue Date.

STD
DC FAN
GFC0812DW-DV55

REV.
REV.

AUG-20-2013

PLEASE SEND ONE COPY OF THIS SPECIFICATION
BACK AFTER YOU SIGNED APPROVAL FOR PRODUCTION PRE-ARRANGEMENT.

APPROVED BY :
DATE:

Delta Electronics, Inc.
HeTianXia High-Tech Industrial Park.
Shi Jie Town, Dong Guan City.
Guangdong Province, China. P. R. C.
TEL : 86-769-86329008
FAX : 86-769-86631589

00

Application Notice
1. Delta will not guarantee the performance of the products if the application condition
falls outside the parameters set forth in the specification.
2. A written request should be submitted to Delta prior to approval if deviation from
this specification is required.
3. Please exercise caution when handling fans. Damage may be caused when pressure is
applied to the impeller, if the fans are handled by the lead wires, or if the fan was
hard-dropped to the production floor.
4. Except as pertains to some special designs, there is no guarantee that the products will
be free from any such safety problems or failures as caused by the introduction of
powder, droplets of water or encroachment of insect into the hub.
5. The above-mentioned conditions are representative of some unique examples and viewed
as the first point of reference prior to all other information.
6. It is very important to establish the correct polarity before connecting the fan to the
power source. Positive (+) and Negative (-). Damage may be caused to the fans if
connection is with reverse polarity, if there is no foolproof method to protect against
such error specifically mentioned in this spec.
7. Delta fans without special protection are not suitable where any corrosive fluids are
introduced to their environment.
8. Please ensure all fans are stored according to the storage temperature limits specified.
Do not store fans in a high humidity environment. We highly recommend performance
testing is conducted before shipping, if the fans have been stored over 6 months.
9. Not all fans are provided with the Lock Rotor Protection feature. If you impair the
rotation of the impeller for the fans that do not have this function, the performance
of those fans will lead to failure.
10. Please be cautious when mounting the fan. Incorrect mounting of fans may cause
excess resonance, vibration and subsequent noise.
11. It is important to consider safety when testing the fans. A suitable fan guard should be
fitted to the fan to guard against any potential for personal injury.
12. Except where specifically stated, all tests are carried out at room (ambient) temperature
and relative humidity conditions of 25oC, 65% RH. The test value is only for fan
performance itself.
13. Be certain to connect an “ 4.7µF or greater” capacitor to the fan externally when
the application calls for using multiple fans in parallel, to avoid any unstable power.

Doc. No: FMBG-ES Form 001 Rev. 0001

Date: June 24, 2009
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-> 查询更多价格&库存

很抱歉，暂时无法提供与“GFC0812DW-DV55”相匹配的价格&库存，您可以联系我们找货
免费人工找货
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