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466 数据手册


Surface Mount Fuses
Lead-Free Thin-Film

RoHS

Pb

SlimLine™ Lead-Free 1206 Very Fast Acting Fuse 466 Series

NEW

®

®

• RoHS compliant and Lead-Free. • For new designs of 7 amp please consult 429 series. • Product is compatible with lead-free solders and higher temperature profiles. • Current ratings available up to 5A. • High performance materials provide improved performance in elevated ambient temperature applications. • Product is marked on top surface with code to allow amperage rating identification without testing. • Low profile for height sensitive applications. • Flat top surface for pick-and-place operations. • Element covering material is resistant to industry standard cleaning operations. • Mounting pad and electrical performance is identical to Littelfuse 429 and 433 Series products. • Alloy based element construction provides superior inrush withstand characteristics (I2t) over ceramic or glass based 1206 chip fuse products. Reference Dimensions:
MARKING CODE VARIES WITH AMPERAGE RATING (SEE CHART)

.66 (.026")
Sn

.58 (.023") .56 (.022")
Coating

ELECTRICAL CHARACTERISTICS:
% of Ampere Rating 100% 200% 300% Opening Time at 25°C 4 hours, Minimum 5 seconds, Maximum 0.2 seconds, Maximum
1.65 (.065") 1.52 (.060")

3.18 (.125")
Cu Sn Sn

1.52 (.060") 3.18 (.125")

AGENCY APPROVALS: Recognized under the Components Program of Underwriters Laboratories and Certified by CSA. AGENCY FILE NUMBERS: UL E10480, CSA LR 29862 INTERRUPTING RATINGS:
0.125 – .375A 0.5 – 2A 2.5 – 3A 4 – 5A 50A 50A 50A 35A at at at at 125 V AC/DC 63 V AC/DC 32 V AC/DC 24 V AC/DC

4.83 (.190")

3.81 (.150")

1.52 (.060") 1.14 (.045")

2.03 (.080") WAVE SOLDER

2.03 (.080") REFLOW SOLDER

PHYSICAL SPECIFICATIONS: Materials: Body: Advanced High Temperature Substrate
Terminations: 100% Copper/Nickel/Tin Element Cover Coat: Conformal Coating

Soldering Parameters(see page 3 for soldering profile):
Wave Solder — 260°C, 10 seconds max Reflow Solder — 260°C, 30 seconds max

364
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Surface Mount Fuses
Lead-Free Thin-Film

RoHS

Pb

SlimLine™ Lead-Free 1206 Very Fast Acting Fuse 466 Series
Average Time Current Curves

1/8A 1/4A

3/8A 1/2A

Insulation Resistance (After Opening): Greater than 10,000 ohms. Resistance to Soldering Heat: Withstands 60 seconds above
200 C and up to 260 C, maximum
0 0

100

Thermal Shock: Withstands 5 cycles of – 55° to 125°C. PACKAGING SPECIFICATIONS:
8mm Tape and Reel per EIA-RS481-2 (IEC 286, part 3); 5,000 per reel, add packaging suffix, NR.

10 TIME IN SECONDS

PATENTED ORDERING INFORMATION:
Catalog Number 0466.125 0466.200 0466.250 0466.375 0466.500 0466.750 0466 001. 0466 1.25 0466 01.5 0466 1.75 0466 002. 0466 02.5 0466 003. 0466 004. 0466 005.
1 2

1

Ampere Rating .125 .2 .25 .375 .5 .75 1 1.25 1.5 1.75 2 2.5 3 4 5

Marking Code B C D E F G H J K L N O P S T

Voltage Rating 125 125 125 125 63 63 63 63 63 63 63 32 32 24 24

Nominal Resistance Cold Ohms1 4.000 1.150 0.690 0.350 0.220 0.105 0.072 0.056 0.046 0.037 0.031 0.023 0.020 0.014 0.011

Melting I 2t (A2 Sec.)2 0.00040 0.00055 0.0010 0.0028 0.0060 0.0276 0.0423 0.0640 0.1103 0.1323 0.2326 0.3516 0.5760 1.024 1.600

0.1

0.01

0.001 0.1 1 10 CURRENT IN AMPERES 100

Measured at 10% of rated current, 25°C. Measured at rated voltage.

3/4A 1A

1 1/4A 1 1/2A 1 3/4A 2A 1 1/2A 3A 4A 5A

ENVIRONMENTAL SPECIFICATIONS: Operating Temperature: – 55°C - + 90°C. Vibration: Per MIL-STD-202F.

10
SURFACE MOUNT FUSES

w w w. l i t t e l f u s e . c o m

365


下载 PDF



466 价格&库存
-> 查询更多价格&库存

很抱歉，暂时无法提供与“466”相匹配的价格&库存，您可以联系我们找货
免费人工找货
[image: 1720466]
	型号：1720466
	品牌：Phoenix
	封装：TERMINAL_18.04X29.25MM_TM
	描述：插拔式接线端子 间距7.62mm 1x2Pin 弯插



	 国内价格
	1+7.36523



库存：10
去购买


[image: 282466-1]
	型号：282466-1
	品牌：TE
	封装：Contacts
	描述：SUPERSEAL 1.5 / MINI MIC 汽车连接器，母端子，15-13AWG，可密封，无倒钩，镀锡



	 国内价格
	1+0.49157
	10+0.47295
	100+0.42826
	500+0.40592



库存：1080
去购买


[image: 174661-2]
	型号：174661-2
	品牌：TE
	封装：Housings
	描述：ECONOSEAL J 汽车连接器公端子壳体，12pin，接替型号:2822638-1



	 国内价格
	1+3.54346
	10+3.20054
	50+2.92621
	150+2.74332
	300+2.62902



库存：0
去购买


[image: AO4466]
	型号：AO4466
	品牌：UMW
	封装：SOP8_150MIL
	描述：N 沟道 MOSFET



	 国内价格
	1+0.41231
	10+0.39681
	100+0.3503
	500+0.341



库存：2800
去购买


[image: 174663-2]
	型号：174663-2
	品牌：TE
	封装：Housings
	描述：ECONOSEAL J 汽车连接器公端子壳体，12pin，间距4.8mm，适配1.8mm端子片，黑色



	 国内价格
	1+1.94984
	100+1.79385



库存：1
去购买


[image: 174664-7]
	型号：174664-7
	品牌：TE
	封装：Housings
	描述：ECONOSEAL J 汽车连接器 12pin 公端子壳体用锁片



	 国内价格
	1+1.8032
	10+1.7248



库存：1
去购买


[image: 174662-7]
	型号：174662-7
	品牌：TE
	封装：Housings
	描述：ECONOSEAL J 汽车连接器 12pin 母端子壳体用锁片



	 国内价格
	1+0.85965
	10+0.82633
	100+0.72637
	500+0.70638



库存：139
去购买


[image: 7116-1466-02]
	型号：7116-1466-02
	品牌：YAZAKI
	封装：Contacts
	描述：RK连接器是一个小型连接器，M终端卡舌宽度为1.0 mm



	 国内价格
	1+0.44394
	10+0.41454
	50+0.37044
	150+0.34104
	300+0.32046
	500+0.31164



库存：583
去购买


[image: WS4665D-8/TR]
	型号：WS4665D-8/TR
	品牌：WILLSEMI
	封装：DFN8L_2X2MM
	描述：6A, 14mΩLoad开关输出放电快，上升时间可调



	 国内价格
	1+1.01566
	30+0.97965
	100+0.94363
	500+0.8716
	1000+0.83558
	2000+0.81397



库存：1354
去购买


[image: IRFP4668PBF]
	型号：IRFP4668PBF
	品牌：Infineon
	封装：TO247AC
	描述：通孔 N 通道 200 V 130A（Tc） 520W（Tc） TO-247AC



	 国内价格
	1+15.6
	10+14.4
	30+14.16
	100+13.44



库存：350
去购买






推荐型号
	466(ADAFRUIT)
	466-M3(JWWINCO)
	466-M8(JWWINCO)
	AT466(NKK)
	1A466(MITEL)
	AT466--1(NKK)
	L-466(RHOMBUS-IND)
	750-466(WAGO)
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	中科阿尔法AH466在无线充电器中的应用
	霍尔开关芯片AH466在便携式补水仪的应用
	英飞凌推出两款全新XENSIV气压传感器KP464和KP466
	华为WATCH Buds配置及优势介绍
	软银旗下Y！mobile推出首款5G折叠屏手机Libero Flip
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电子工程师社区
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1-32层PCB打样·中小批量
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元器件现货·全球代购·SmartBOM
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SMT贴片·PCBA加工
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PCB Manufacturer


	华秋简介
	企业动态
	联系我们
	企业文化
	企业宣传片
	加入我们




版权所有 © 湖南华秋数字科技有限公司 
电子发烧友（电路图）湘公网安备 43011202000918 号电信与信息服务业务经营许可证：合字B2-20210191[image: 工商网监认证]工商网监
        湘ICP备2023018690号

