[image: 电子发烧友][image: 电子发烧友]	首页
	技术	可编程逻辑
	MEMS/传感技术
	嵌入式技术
	模拟技术
	控制/MCU
	处理器/DSP
	存储技术
	EMC/EMI设计

	电源/新能源
	测量仪表
	制造/封装
	RF/无线
	接口/总线/驱动
	EDA/IC设计
	光电显示
	连接器
	PCB设计

	LEDs
	汽车电子
	医疗电子
	人工智能
	可穿戴设备
	军用/航空电子
	工业控制
	触控感测
	智能电网

	音视频及家电
	通信网络
	机器人
	vr|ar|虚拟现实
	安全设备/系统
	移动通信
	便携设备
	物联网
	区块链

	HarmonyOS
	RISC-V MCU
	光伏
	ChatGPT
	IGBT
	充电桩
	氮化镓
	BLDC
	逆变器
	5G
	电机控制



	资源	技术文库
	新品速递
	电路图
	元器件知识
	电子百科
	最新技术文章



	下载	在线工具
	常用软件
	电子书
	datasheet



	专栏	电子说
	专栏



	社区	论坛
	问答
	小组
	社区之星
	试用中心
	HarmonyOS技术社区
	RT-Thread生态平台



	活动	设计大赛
	硬创大赛
	社区活动
	线下会议
	在线研讨会
	小测验



	学院	直播
	课程



	视频
	企业号
	华秋智造	[image: ]
华秋PCB
高可靠多层板制造商


	[image: ]
华秋SMT
高可靠一站式PCBA智造商


	[image: ]
华秋商城
自营现货电子元器件商城


	[image: ]
PCB Layout
高多层、高密度产品设计


	[image: ]
钢网制造
专注高品质钢网制造


	[image: ]
BOM配单
专业的一站式采购解决方案


	[image: ]
华秋DFM
一键分析设计隐患


	[image: ]
华秋认证
认证检测无可置疑





		工具
	PCB在线检查
	datasheet查询
	选型替代查询
	免费样品申请
	免费评测试用
	工程师专区

	技术子站





搜索

搜索历史
清空
	


搜索热词




	



0登录
[image: ][image: ]


	0
关注
	0
粉丝
	0
动态

	个人中心
	内容管理
	积分兑换当前积分：

	修改资料
	退出登录



登录后你可以
	下载海量资料
	学习在线课程
	观看技术视频
	写文章/发帖/加入社区

登录


创作中心发布
	发文章

	发资料

	发帖

	提问

	发视频


	创作活动






[image: 下载中心]	推荐
	分类
	资料
	软件
	工具
	排行榜
	DataSheet


搜索





[image: 电子元件查询网]

查Datasheet、查价格、查替代料
搜索
一键BOM配单
	热搜：




[image: 6N135]
6N135
	厂商：ONSEMI(安森美)
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DATA SHEET
www.onsemi.com

8-Pin DIP High Speed
Transistor Optocouplers

PDIP8 6.6x3.81, 2.54P
CASE 646BW

8
1

Single-Channel: 6N135M,
6N136M, HCPL4503M
Dual-Channel: HCPL2530M,
HCPL2531M

PDIP8 9.655x6.61, 2.54P
CASE 646CQ

8
1

PDIP8 GW
CASE 709AC

8

Description

1

The 6N135M, 6N136M, HCPL4503M, HCPL2530M, and
HCPL2531M optocouplers consist of an AlGaAs LED optically
coupled to a high speed photodetector transistor for each channel.
A separate connection for the bias of the photodiode improves the
speed by several orders of magnitude over conventional
phototransistor optocouplers by reducing the base−collector
capacitance of the input transistor.
The HCPL4503M has no internal connection to the phototransistor
base for improved noise immunity. An internal noise shield provides
superior common mode rejection of up to 50,000 V/ms.
Features

•
•
•
•
•
•
•

High Speed – 1 MBit/s
Dual−Channel: HCPL2530M, HCPL2531M
CTR Guaranteed 0°C to 70°C
No Base Connection for Improved Noise Immunity (HCPL4503M)
Superior CMR of 15,000 V/ms Minimum (HCPL4503M)
Safety and Regulatory Approvals
♦ UL1577, 5,000 VACRMS for 1 Minute
♦ DIN EN/IEC60747−5−5
These are Pb−Free Devices

1

MARKING DIAGRAM
ON
6N135
VXXYYB
6N135 = Device Number
V
= DIN EN/IEC60747−5−5 Option (only
appears on component ordered with this
option)
XX
= Two Digit Year Code, e.g., ‘15’
YY
= Two Digit Work Week Ranging from ‘01’ to
‘53’
B
= Assembly Package Code

ORDERING INFORMATION
See detailed ordering and shipping information on page 11 of
this data sheet.

Applications

•
•
•
•

PDIP8 GW
CASE 709AD

8

Line Receivers
Pulse Transformer Replacement
Output Interface to CMOS−LSTTL−TTL
Wide−Bandwidth Analog Coupling

Related Resources

• https://www.onsemi.com/products/interfaces/high−performance−opto
couplers

• https://www.onsemi.com/products/interfaces/high−performance−opto
couplers/high−performance−transistor−optocouplers/hcpl0500

• https://www.onsemi.com/products/interfaces/high−performance−opto
couplers/high−performance−transistor−optocouplers/fodm452

• https://www.onsemi.com/products/interfaces/high−performance−opto
couplers/low−voltage−high−performance−optocouplers/fod050l

© Semiconductor Components Industries, LLC, 2008

September, 2021 − Rev. 2

1

Publication Order Number:
HCPL2530M/D

Single−Channel: 6N135M, 6N136M, HCPL4503M Dual−Channel: HCPL2530M,
HCPL2531M
SCHEMATICS
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Figure 1. Schematics

SAFETY AND INSULATION RATINGS (As per DIN EN/IEC 60747−5−5, this optocoupler is suitable for “safe electrical insulation”
only within the safety limit data. Compliance with the safety ratings shall be ensured by means of protective circuits.)
Parameter

Characteristics

Installation Classifications per DIN VDE 0110/1.89 Table 1, For Rated Mains Voltage

Climatic Classification
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1-32层PCB打样·中小批量
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元器件现货·全球代购·SmartBOM
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SMT贴片·PCBA加工
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PCB Manufacturer
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