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0104
	厂商：SCHURTER

	封装：

	描述：  0104 - IEC Appliance Inlet C20 with Filter, Front or Rear Side Mounting - Schurter Inc.


数据手册：
下载0104.pdf
立即购买
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Power Entry Modules with Line Filter www.schurter.com/pg06 IEC Appliance Inlet C20 with Filter, Front or Rear Side Mounting

C20F
Standard- or Medical-Filter

Screw-on mounting from front side

Snap-in mounting from front side

Screw-on mounting from rear side with wires (stranded)

C20
70° C

Description

-	Panel	Mount: 	 Screw-on	version	from	front	or	rear	side,	snap-in	version	from	front	 side	 -	2	Functions: 	 Appliance	Inlet	Protection	class	I,	Line	filter	in	standard	and	medical	 version	 -	Solder,	quick	connect	or	wires	(stranded)

Characteristics

-	Compact	design	with	optimal	shielding 	 Suitable	for	assembly	in	metal	plated	plastic	housings -	Version	with	class	X1	and	X2	(standard	version)	capacitors -	Universal	line	filter	for	standard	applications 	 Designed	for	standard	and	medical	applications -	Qualified	for	use	in	equipment	according	IEC/EN	60950

Other versions on request
-	16A	according	to	UL -	Capacity	CX	330	nF

Approvals

-	VDE	Certificate	Number:	104884 -	UL	File	Number:	E72928

pdf,	html,	General	Product	Information,	Approvals,	RoHS,	CHINA-RoHS,	 Mating	Connectors,	e-Store,	SCHURTER-Stock-Check,	DistributorStock-Check,	Accessories,	Wire	Harness Newly	available	variants	corresponding	to	V-Lock	mating	cordset.	The	connector	is	equipped	with	a	notch	intended	for	use	with	the	latching	cordset.	 The	cord	latching	system	prevents	against	accidental	removal	of	the	cordset.

References Weblinks

Technical Data
Ratings	IEC Ratings	UL/CSA Leakage	Current Dielectric	Strength 16	A	@	Ta	40	°C	/	250	VAC;	50	Hz 20	A	@	Ta	40	°C	/	250	VAC;	60	Hz standard	<	0.5	mA	(250	V	/	60	Hz)	 medical	<	5	µA	(250	V	/	60	Hz) >	1.7	kVDC	between	L-N	(Cy2)	 >	2.7	kVDC	between	L/N-PE	(Cy2)	 Test	voltage	(2	sec) >	2.5	kV	between	L-N	(CX2)	 >	4	kV	between	L-N	(CX1)	 >	5	kV	between	L/N-PE	(Cy2)	 voltage	(1.2/50	μs) -25	°C	to	85	°C 25/085/21	acc.	to	IEC	60068-1 from	front	side	IP	40	acc.	to	IEC	60529 Suitable	for	appliances	with	protection	 class	1	acc.	to	IEC	61140 Solder,	quick	connect	or	wires	(stranded) Screw:	max	8	mm	 Mounting	screw	torque	max	0.5	Nm	 Snap-in:	1	mm	to	3	mm Thermoplastic,	black,	UL	94V-0 Appliance-Inlet/-Outlet C20	acc.	to	IEC/EN	60320-1,	 UL	498,	CSA	C22.2	no.	42	(for	cold	 conditions)	pin-temperature	70	°C,	16	A,	 Protection	Class	1 Standard	and	Medical	Version,	IEC	 60939,	IEC	60601-1,	UL	1283,	UL	544,	 EN	133	200,	CSA	C22.2	no.	8	 Technical	details >	3'000'000	h	acc.	to	MIL-HB-217	F

Line	Filter

Impulse	Withstand	Voltage

MTBF

Allowable	Operation	Temp. Climatic	Category Degree	of	Protection Protection	Class Terminal Panel	Thickness	s

Material:	Housing

EMC Products



C20F
www.schurter.com/pg06 Dimensions Screw-on mounting from front side

Power Entry Modules with Line Filter

	78.8	mm

10.3 R6 9.4

6.3 x 0.8 *

3.5/M3 3.4

ø 6x80°

0.20 34.8 +0

33.90 x 25.90

R3

30

64.65 78.8

3.85

26.8

+0.20 0

* Solder terminal: identical outer dimensions

Screw-on mounting from rear side with metal flange
10.3 R6 R 0.5 9.4 3 3.5

36.4 +0.20 0

33.90 x 25.90

M3

max. R 0.5

28 30

64.65 78.8

3.85

28.3

+0.20 0

Snap-in mounting from front side

10.3 R2 9.4

33.90 x 25.85

34.8 +0.20 0

38

R3

30

64.65 78.8

3.85

26.3

+0.20 0

Technical Data of Filter-Components
Rated Current [A] 16 16 16 Filter-Type Standard Version Medical Version (M5) Medical Version (M80) Inductances L [mH] 2 x 0.3 2 x 0.3 2 x 0.3 Capacitance CX [nF] 100 100 100 Capacitance CY [nF] 2.2 0.47 R [MΩ] 1 1 1

2

EMC Products

42 ±0.15

42

36

53

42 ±0.15

42

53

Power Entry Modules with Line Filter www.schurter.com/pg06

C20F

Diagrams Standard or medical version (M80)

Medical version

1) Line 2) Load

1) Line 2) Load -	-	-	-	differential	mode					_____	common	mode

Attenuation Loss 20 A
Standard	version

Medical	version	(M5)

20 A

Variants
Rated Current IEC [A] 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16 Rated Current UL [A] 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 Filter-Type Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Standard Version Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Panel mounting Screw Screw Screw Screw Screw Screw Screw Screw Screw Screw Screw Screw Snap-in Snap-in Snap-in Snap-in Screw Screw Screw Screw Screw Screw Screw Mounting side Front-Side Front-Side Front-Side Front-Side Front-Side Front-Side Rear-Side Rear-Side Rear-Side Rear-Side Rear-Side Rear-Side Front-Side Front-Side Front-Side Front-Side Front-Side Front-Side Front-Side Front-Side Rear-Side Rear-Side Rear-Side Terminal Quick connect terminals 6.3 x 0.8 mm Quick connect terminals 6.3 x 0.8 mm Quick connect terminals 6.3 x 0.8 mm Solder terminals Solder terminals Solder terminals Flexible wire AWG14 Flexible wire AWG14 Quick connect terminals 6.3 x 0.8 mm Quick connect terminals 6.3 x 0.8 mm Solder terminals Solder terminals Quick connect terminals 6.3 x 0.8 mm Quick connect terminals 6.3 x 0.8 mm Solder terminals Solder terminals Quick connect terminals 6.3 x 0.8 mm Quick connect terminals 6.3 x 0.8 mm Solder terminals Solder terminals Flexible wire AWG14 Flexible wire AWG14 Quick connect terminals 6.3 x 0.8 mm Capacitor X2 X2 X1 X2 X2 X1 X2 X1 X2 X1 X2 X1 X2 X1 X2 X1 X2 X1 X2 X1 X2 X1 X2 Order Number C20F.0101 C20F.0101.21 C20F.0103 C20F.0001 C20F.0001.21 C20F.0003 C20F.0221 C20F.0223 C20F.0121 C20F.0123 C20F.0021 C20F.0023 C20F.0111 C20F.0113 C20F.0011 C20F.0013 C20F.0102 C20F.0104 C20F.0002 C20F.0004 C20F.0222 C20F.0224 C20F.0122

EMC Products



C20F
www.schurter.com/pg06
Rated Current IEC [A] 16 16 16 16 16 16 16 Wire	lenght:	150	mm Rated Current UL [A] 20 20 20 20 20 20 20 Filter-Type Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Medical Version (M5) Panel mounting Screw Screw Screw Snap-in Snap-in Snap-in Snap-in Mounting side Rear-Side Rear-Side Rear-Side Front-Side Front-Side Front-Side Front-Side Terminal

Power Entry Modules with Line Filter

Capacitor X1 X2 X1 X2 X1 X2 X1

Order Number C20F.0124 C20F.0022 C20F.0024 C20F.0112 C20F.0114 C20F.0012 C20F.0014

Quick connect terminals 6.3 x 0.8 mm Solder terminals Solder terminals Quick connect terminals 6.3 x 0.8 mm Quick connect terminals 6.3 x 0.8 mm Solder terminals Solder terminals

Suffix	"21"	corresponds	to	the	version	with	V-Lock	mating	cordset.	The	connector	is	equipped	with	a	notch	intended	for	use	with	the	latching	cordset.	The	cord	latching	system	prevents	against	accidental	removal	of	the	cordset.	Available	only	for	screw-on	versions.

Packaging unit Accessories

20	Pcs	

Description

Assorted Covers Rear Cover 0859.0047

Wire Harness Wire harness for SCHURTER products

Cord retaining kits Cord retaining strain relief Countersunk, K Flat head, L 4700.0010 4700.0011

Mating Outlets/Connectors
Category / Description ConnectorOverview complete IEC Connector C19, Rewireable, Straight IEC Connector C19, Rewireable, Angled IEC Connector C19, Rewireable, Straight IEC Connector C19, Rewireable, Angled IEC Connector C19, Rewireable, Straight Connectorfurther types toC20F 0104 1651 1652 4790 4795



EMC Products

Power Entry Modules with Line Filter www.schurter.com/pg06

C20F

Power CordOverview complete Power Cord with IEC Connector C19, Straight Power Cordfurther types toC20F 1654

Power Supply or Interconnection CordOverview complete Divers Power Supply and Interconnection Cords 16 A Power Supply or Interconnection Cordfurther types toC20F Kabelverbindung/16 A

The	specifications,	descriptions	and	illustrations	indicated	in	this	document	are	based	on	 EMC Products current	information.	All	content	is	subject	to	modifications	and	amendments.
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0104 价格&库存
-> 查询更多价格&库存

很抱歉，暂时无法提供与“0104”相匹配的价格&库存，您可以联系我们找货
免费人工找货
[image: 39301040]
	型号：39301040
	品牌：Molex
	封装：Accessories_9.6X12.8MM_TM
	描述：Mini-fit Jr. 针座，弯插，4pin，2排，镀锡端子，带塑料定位柱，白色 V-2



	 国内价格
	1+1.32301
	10+1.27401
	100+1.127
	500+1.0976



库存：717
去购买


[image: 0009501041]
	型号：0009501041
	品牌：Molex
	封装：Housings
	描述：SPOX 3.96 胶壳，4pin，白色



	 国内价格
	1+0.62293
	30+0.60068
	100+0.55619
	500+0.51169
	1000+0.48945



库存：17
去购买


[image: RS0104YQ]
	型号：RS0104YQ
	品牌：RUNIC
	封装：TSSOP14_5X4.4MM
	描述：4位双向电压电平转换器，用于开式漏极和推拉式应用



	 国内价格
	1+1.36499
	10+1.26
	30+1.239
	100+1.176



库存：0
去购买


[image: SP780104-4]
	型号：SP780104-4
	品牌：DB Unlimited
	封装：SPK_78.6X78.6MM
	描述：扬声器 5W 15KHz 4Ω 104dB



	 国内价格
	1+45.82083
	10+44.12377
	100+40.0508
	500+38.01432



库存：2
去购买


[image: 0768290104]
	型号：0768290104
	品牌：Molex
	封装：-
	描述：Mega-Fit 连接器针座，直插，4pin，2排，镀锡



	 国内价格
	1+12.11918
	30+11.70128
	100+10.86547
	500+10.02967
	1000+9.61176



库存：0
去购买


[image: 0039301049]
	型号：0039301049
	品牌：Molex
	封装：插件,P=4.2mm
	描述：针座连接器 通孔 4 位置 0.165"（4.20mm）



	 国内价格
	1+2.418
	10+2.232
	30+2.1948



库存：0
去购买


[image: TXB0104DR]
	型号：TXB0104DR
	品牌：TI
	封装：SOIC14_150MIL
	描述：转换器类型：电压电平 通道类型：双向 电路数：1 每个电路通道数：4 供电电压：1.2~5.5V



	 国内价格
	1+5.44049
	30+5.23899
	100+4.836
	500+4.433
	1000+4.2315



库存：0
去购买


[image: 0529010474]
	型号：0529010474
	品牌：Molex
	封装：CONN_20.57X6.4MM_SM
	描述：SlimStack 0.635，母座，12.0/16.0堆叠高度，40pin



	 国内价格
	1+8.7
	30+8.4
	100+7.8
	500+7.2
	1000+6.9



库存：0
去购买


[image: SA36BL0104]
	型号：SA36BL0104
	品牌：UMaxconn
	封装：CONN_52.32X9.2MM_TM
	描述：金手指 ISA SLOT 36PIN(4 kinks pin) 2.54间距 DIP G/F



	 国内价格
	1+4.5694
	10+4.2009
	30+4.1272



库存：0
去购买


[image: TXS0104EDR]
	型号：TXS0104EDR
	品牌：TI
	封装：SOIC14_150MIL
	描述：用于开漏和推挽应用的4位双向电压电平转换器



	 国内价格
	1+1.9158



库存：190
去购买






推荐型号
	F0104(CK-COMPONENTS)
	A6S-0104-H(OMRON)
	A6E-0104-N(OMRON)
	1.10.107.011/0104(RAFI)
	A6E-0104(OMRON)
	A6T-0104(OMRON)
	B32653A0104(EPCOS)
	UTSX0104SW(SOURIAUCONNECTIONTECHNOLOGY)



相关技术文章
	微波功率放大器Milmega AS0104-55/55维修案例
	AM3352和EMMC通信检测电平转换芯片TXB0104应用
	润石RS0104YQ Demo测试+J-Link调试
	 pin对pin兼容TXS0104的双向电平转换器MS4554N介绍
	GS0104电平转换评估板介绍
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1-32层PCB打样·中小批量
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元器件现货·全球代购·SmartBOM
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SMT贴片·PCBA加工
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PCB Manufacturer
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