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GP05US05 数据手册


Universal AC Input Switchers 5-10 Watts GP Series
•

THE XPERTS IN POWER
85-264 VAC Input • Single & Dual Ouptuts • PCB Mounting • Eurocard Mounting Option • DIN Rail Mounting Option • Chassis Mounting Option • International Safety Approvals

Specification
Input
Input Voltage Input Frequency Inrush Current • • • 85-264 VAC (110-370 VDC) 47-440 Hz 20 A typical at 100 VAC, 40 A typical at 200 VAC, (cold start & full load)

Environmental
Operating Temperature • 0 °C to +55 °C, derate linearly to 80% at -10 °C to 25% at +70 °C for 85-132 VAC, & 45% at +65 °C for 133-264 VAC 20-95% RH non-condensing 50 G for 11 ms, once on each X, Y & Z axis 10-55 Hz at 10 G, 3 mins period 60 mins each along each along X, Y & Z axis

Humidity Shock Vibration

• • •

Output
Hold Up Time Output Voltage Line Regulation Load Regulation Ripple & Noise Short Circuit & Overload Protection • • • • • • 10 ms at 85 VAC full load See Table, ±5% initial tolerance See Table See Table See Table Operates >105% of rating & recovers automatically

EMC & Safety
Safety Approvals • IEC950, EN60950, UL1950, VDE 0160, CSA 22.2 No.234 N.B. To comply with with CSA agency approval units are labelled with nominal AC input voltage & frequency FCC Curve B, VDE 0871 Curve B, & EN55022B conducted noise with addition of 0.1 µF ‘X’ capacitor fitted across AC input

General
Temperature Coefficient Switching Frequency Efficiency Isolation • • • • 0.02%/°C typical 250 kHz See Table 3000 VAC 1 min, 500 VDC 50 Mohm Input to Output, 2000 VAC 1 min, 500 VDC 50 Mohm Input to Case, FG 500 VAC 1 min, 500 VDC 50 Mohm Output to Case, FG

EMC

•

•

•

www.xpplc.com

sales@xpplc.com

AC-DC Power Supplies

OUTPUT VOLTAGE & CURRENT RATINGS
Output Voltage 5V 12 V +12 V (24 V) +15 V (30 V) 5V 12 V +12 V (24 V) +15 V (30 V) Notes 1. Measured low line to high line. 2. Measured no load to full load. Output Current 1.00 A 0.45 A 0.22 A 0.17 A 2.00 A 0.90 A 0.45 A 0.35 A Efficiency (Typical @ 100 VAC) 65% 67% 67% 67% 70% 72% 72% 72% Regulation Line(1) Load(2) 20 mV 40 mV 40 mV 100 mV 60 mV 600 mV 75 mV 750 mV 20 mV 40 mV 48 mV 100 mV 60 mV 600 mV 75 mV 750 mV Ripple & Noise Pk-Pk 80/120 mV 120/150 mV 120/150 mV 120/150 mV 80/120 mV 120/150 mV 120/150 mV 120/150 mV

GP
Model Number GP05US05 GP05US12 GP05UD12 GP05UD15 GP10US05 GP10US12 GP10UD12 GP10UD15

•

Universal AC Input Switchers 5-10 Watts GP Series

Mechanical Details
5 W Models 10 W Models

Weight: 75g max Dimension: Inches (mm) Tolerance: ±0.5 mm (1) Tolerance :±0.3 mm

Weight: 100g max Dimension: Inches (mm) Tolerance: ±0.5 mm (1) Tolerance :±0.3 mm

Mounting Options
The GP-BOARD is designed to accept any of the GP series models, in addition it can be supplied with a DIN HOUSING for mounting on DIN rails - both top hat and G types. Order GP-BOARD(S) for single output models and GP-BOARD(D) for dual output models. 3.66 (93.0)

2.64 (67.0)

4 x 0.16 (4.0) holes, 3.35 (85.0) x 2.36 (60.0) The GP-EUROCARD (3.94 (100) x 6.31 (160) is designed to accept any combination of two GP series models to provide dual, triple and quad outputs. In addition it can be supplied with a GP-E/CARD KIT which includes 6TE front panel and plastic cover for rear of pcb.

www.xpplc.com

sales@xpplc.com
Rev 2.0
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很抱歉，暂时无法提供与“GP05US05”相匹配的价格&库存，您可以联系我们找货
免费人工找货




推荐型号
	EME05US05-P(XPPOWER)
	VCE05US05-P(XPPOWER)
	EME05US05(XPPOWER)
	ECE05US05(XPPOWER)
	ECL05US05-E(XPPOWER)
	ECL05US05-P(XPPOWER)
	VCE05US05(XPPOWER)
	VCP05US05(XPPOWER)



相关技术文章
	74LS05/74HC05/7405引脚功能管脚定义图 -六
	74ls05中文资料汇总（74ls05引脚图及功能_内部结构及特性参数）
	dacom l05如何连接
	78l05管脚图引脚图及参数资料
	芯北科技直流双极线性稳压器CN78L05替代ST的78L05






	华秋（原“华强聚丰”）：
	电子发烧友
	华秋开发
	华秋电路(原"华强PCB")
	华秋商城(原"华强芯城")
	华秋智造

	My ElecFans
	 APP 
	网站地图


	设计技术
	可编程逻辑
	电源/新能源
	MEMS/传感技术
	测量仪表
	嵌入式技术
	制造/封装
	模拟技术
	RF/无线
	接口/总线/驱动
	处理器/DSP
	EDA/IC设计
	存储技术
	光电显示
	EMC/EMI设计
	连接器

	行业应用
	LEDs 
	汽车电子
	音视频及家电
	通信网络
	医疗电子
	人工智能
	虚拟现实
	可穿戴设备
	机器人
	安全设备/系统
	军用/航空电子
	移动通信
	工业控制
	便携设备
	触控感测
	物联网
	智能电网
	区块链
	新科技

	特色内容
	专栏推荐
	学院
	设计资源
	设计技术
	电子百科
	电子视频
	元器件知识
	工具箱
	VIP会员

	社区
	小组
	论坛
	问答
	评测试用
	企业服务
	产品
	资料
	文章
	方案
	企业

	供应链服务
	硬件开发
	华秋电路
	华秋商城
	华秋智造
	nextPCB
	BOM配单
	媒体服务
	网站广告
	在线研讨会
	活动策划
	新闻发布
	新品发布
	小测验
	设计大赛

	华秋
	关于我们
	投资关系
	新闻动态
	加入我们
	联系我们
	侵权投诉
	社交网络
	微博
	移动端
	发烧友APP
	硬声APP
	WAP

	联系我们
	广告合作
	王婉珠：wangwanzhu@elecfans.com
	内容合作
	黄晶晶：huangjingjing@elecfans.com
	内容合作（海外）
	张迎辉：mikezhang@elecfans.com
	供应链服务 PCB/IC/PCBA
	江良华：lanhu@huaqiu.com
	投资合作
	曾海银：zenghaiyin@huaqiu.com
	社区合作
	刘勇：liuyong@huaqiu.com

	关注我们的微信
[image: 关注我们的微信]
	下载发烧友APP
[image: 下载发烧友APP]
	电子发烧友观察
[image: 电子发烧友观察]


[image: 华秋电子][image: 华秋电子][image: 华秋发烧友]
电子工程师社区


[image: 华秋电路]
1-32层PCB打样·中小批量
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元器件现货·全球代购·SmartBOM
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