[image: 电子发烧友][image: 电子发烧友]	首页
	技术	可编程逻辑
	MEMS/传感技术
	嵌入式技术
	模拟技术
	控制/MCU
	处理器/DSP
	存储技术
	EMC/EMI设计

	电源/新能源
	测量仪表
	制造/封装
	RF/无线
	接口/总线/驱动
	EDA/IC设计
	光电显示
	连接器
	PCB设计

	LEDs
	汽车电子
	医疗电子
	人工智能
	可穿戴设备
	军用/航空电子
	工业控制
	触控感测
	智能电网

	音视频及家电
	通信网络
	机器人
	vr|ar|虚拟现实
	安全设备/系统
	移动通信
	便携设备
	物联网
	区块链

	HarmonyOS
	RISC-V MCU
	光伏
	ChatGPT
	IGBT
	充电桩
	氮化镓
	BLDC
	逆变器
	5G
	电机控制



	资源	技术文库
	新品速递
	电路图
	元器件知识
	电子百科
	最新技术文章



	下载	在线工具
	常用软件
	电子书
	datasheet



	专栏	电子说
	专栏



	社区	论坛
	问答
	小组
	社区之星
	试用中心
	HarmonyOS技术社区
	RT-Thread生态平台



	活动	设计大赛
	硬创大赛
	社区活动
	线下会议
	在线研讨会
	小测验



	学院	直播
	课程



	视频
	企业号
	华秋智造	[image: ]
华秋PCB
高可靠多层板制造商


	[image: ]
华秋SMT
高可靠一站式PCBA智造商


	[image: ]
华秋商城
自营现货电子元器件商城


	[image: ]
PCB Layout
高多层、高密度产品设计


	[image: ]
钢网制造
专注高品质钢网制造


	[image: ]
BOM配单
专业的一站式采购解决方案


	[image: ]
华秋DFM
一键分析设计隐患


	[image: ]
华秋认证
认证检测无可置疑





		工具
	PCB在线检查
	datasheet查询
	选型替代查询
	免费样品申请
	免费评测试用
	工程师专区

	技术子站





搜索

搜索历史
清空
	


搜索热词




	



0登录
[image: ][image: ]


	0
关注
	0
粉丝
	0
动态

	个人中心
	内容管理
	积分兑换当前积分：

	修改资料
	退出登录



登录后你可以
	下载海量资料
	学习在线课程
	观看技术视频
	写文章/发帖/加入社区

登录


创作中心发布
	发文章

	发资料

	发帖

	提问

	发视频


	创作活动






[image: 下载中心]	推荐
	分类
	资料
	软件
	工具
	排行榜
	DataSheet


搜索





[image: 电子元件查询网]

查Datasheet、查价格、查替代料
搜索
一键BOM配单
	热搜：




[image: LC86LIAMD]
LC86LIAMD
	厂商：QUECTEL(移远)

	封装：-

	描述：LC86LIAMD


数据手册：
下载LC86LIAMD.pdf
立即购买




	数据手册
	价格&库存


LC86LIAMD 数据手册


10.1 mm

Quectel LC79D
Ultra-Small Dual-Band
Multi-Constellation GNSS Module

9.7mm

2.4mm

Featuring a concurrent multi-constellation GNSS receiver on dual GNSS bands, LC79D can work on L1 and L5 bands for GPS,
Galileo and QZSS satellites, L1 band for GLONASS and BeiDou satellites as well as L5 band for IRNSS satellite.
Compared with the GNSS modules working on L1 band only, LC79D greatly increases the number of satellites involved in
tracking and positioning, thereby significantly reducing the multipath effect caused by tall buildings in urban environments,
reducing signal acquisition time and improving positioning accuracy.
LC79D is AIS-140 compliant, and its on-board LNAs and SAW filters serve to ensure better positioning in weak signal areas
and other harsh environments. The GNSS chipset using 28nm process technology, coupled with the advanced low-power
management solution, enables low-power GNSS sensing and positioning determination and makes the module an ideal
solution for power-sensitive and battery-powered systems.
Due to its excellent performance in improving position drift and enhancing positioning accuracy in rough urban canyons,
LC79D has become a popular selection for real-time tracking systems, sharing economy applications and so on.

Key
Benefits
Ultra-compact size: 10.1mm × 9.7mm ×2.4mm
Multi-GNSS engine for GPS, GLONASS, IRNSS, BeiDou, Galileo and QZSS
Support dual GNSS bands (L1, L5)

L1+L5
Dual Bands

Multi-constellation
System

Ultra-compact
Size

Wide Operation
Temperature:
-40°C to +85°C

Low Power
Consumption

Support AGNSS
Built-in LNA for better sensitivity
Support SPI, UART and I2C interfaces
Support SDK command developed by Quectel
Support UDR (Untethered Dead Reckoning) in host mode

RoHS Compliant

Rev.: V1.0 | Status: Released

EMAIL US: info@quectel.com

VISIT US: www.quectel.com

Quectel LC79D
Dual-Band GNSS Module

LC79D (A)

LC79D (B)

Region

Global

Global

Dimensions (mm)

10.1mm × 9.7mm × 2.4mm

10.1mm × 9.7mm × 2.4mm

Weight

Approx. 0.42g

Approx. 0.42g

Working Mode

Standalone Mode

Host

Embedded Flash

●

/

Operation Temperature

-40°C ~ +85°C

-40°C ~ +85°C

Storage Temperature

-40°C ~ +90°C

-40°C ~ +90°C

Supported Bands

GPS L1 C/A, Galileo E1, QZSS L1: 1575.42MHz
GPS L5, Galileo E5a, QZSS L5: 1176.45MHz
IRNSS L5: 1176.45MHz
GLONASS L1: 1602.5625MHz
BeiDou B1: 1561.098MHz

GPS L1 C/A, Galileo E1, QZSS L1: 1575.42MHz
GPS L5, Galileo E5a, QZSS L5: 1176.45MHz
IRNSS L5: 1176.45MHz
GLONASS L1: 1602.5625MHz
BeiDou B1: 1561.098MHz

Default GNSS Constellation

GPS+BeiDou+GLONASS+Galileo+QZSS+IRNSS

GPS+BeiDou+GLONASS+Galileo+QZSS+IRNSS

Channels

32 Channels

32 Channels

Horizontal Position Accuracy

Autonomous: 
下载 PDF
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-> 查询更多价格&库存

很抱歉，暂时无法提供与“LC86LIAMD”相匹配的价格&库存，您可以联系我们找货
免费人工找货
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	93LC86C-I--P(ACTEL)
	93LC86--P(ACTEL)
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元器件现货·全球代购·SmartBOM
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SMT贴片·PCBA加工


[image: NextPCB]
PCB Manufacturer


	华秋简介
	企业动态
	联系我们
	企业文化
	企业宣传片
	加入我们




版权所有 © 湖南华秋数字科技有限公司 
电子发烧友（电路图）湘公网安备 43011202000918 号电信与信息服务业务经营许可证：合字B2-20210191[image: 工商网监认证]工商网监
        湘ICP备2023018690号

